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SPECIFICATIONS: 
Norms: GB/T 5224, GB/T5223, EN-10138, ASTM A416, ASTM421, BS5896, JISG3536, 

ISO6934. 
Prestressed steel strand with black polyethylene coated (High Density PE 

coated outside and grease inside)  
(1x7-Ø12.70; 1x7-Ø15.20; 1x7-Ø15.24 ; 1x7-Ø15.70) 

Packaging:  
Inner Diameter of 760mm. and Outside Diameter of 1.400mm. 

Coil's weight of 2.500-3.500Kg. and Coil's width of 760mm. 
 

 
 

COATED PE STEEL STRAND 

 

Mechanical properties & Dimension of Unbonded PC steel strand 

Specification Tensile Strength 
(Mpa) 

Section Area 
(mm2) 

Grease mass 
per meter (g/m) 

Minimum 
thickness of 
coat (mm) 

Friction 
Factor 
(μ) 

Effect 
modulus (K) 

Mass per 
meter 
(Kg/m) 

1x7-Ø12.70 
1720 

98.7 43 0.8 0.04~0.1 0.003~0.004 0.875 1860 
1960 

1x7-Ø15.20 

1570 

140.0 50 1.0 0.04~0.1 0.003~0.004 1.21 
1670 
1770 
1860 
1960 

1x7-Ø15.24 1860 140.0 50 1.0 0.04~0.1 0.003~0.004 1.21 
1x7-Ø15.70 1860 150.0 53 1.0 0.04~0.1 0.003~0.004 1.30 
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