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SPECIFICATIONS: 
Norms: EN-10138. 

2, 3 and 7 wires steel strand (Ø9.53; Ø11.11; Ø12.70; Ø15.24 mm). 
Inner diameter: 760mm. and Outside diameter:  1.400mm. 

Coil's weight: 2.500-3.500Kg. and Coil's width: 760mm. 
 

 
 

EN-10138 
 

PRESTRESSED CONCREAT STEEL STRAND (EN-10138) 

 

Mechanical properties of steel strand - EN-10138 
Steel 

designation Nominal  Specified 

Steel name 
Diameter 

D 
mm 

Tensile 
Strength Rm 

MPa 

Cross-
sectional 

area  Sn mm2 

Mass per 
metre  M 

g/m 

Deviation 
permitted 
mass per 

metre 
% 

Maximun 
strenght 

characteristic 
value Fm 

kN 

Maximum 
values of 
maximum 
strenght 

Fm max 
kN 

Characteristic 
value of 0,1% 

proof force 

Fp0,1 

kN 
 

Y1860S7 
(7 cables de 

acero) 

6,9 

1860 

29,0 226,5 

± 2 

53,9 62,0 46,4 
7,0 30,0 234,3 55,8 64,2 48,0 
8,0 38,0 296,8 70,7 81,3 60,8 
9.0 50,0 390,5 93,0 107 80,0 
9,3 52,0 406,1 96,7 111 83,2 
9,6 55,0 429,6 102 117 87,7 

11,0 70,0 546,7 130 150 112 
11,3 75,0 585,8 140 161 120 
12,5 93,0 726,3 173 199 149 
12,9 100 781,0 186 214 160 
13,0 102 796,6 190 219 163 
15,2 139 1086 259 298 223 
15,3 140 1093 260 299 224 
15,7 150 1172 279 321 240 

  

 

 


