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SPECIFICATIONS: 

Norms: GB/T 5224, GB/T5223, EN-10138, ASTM A416, ASTM421, BS5896, JISG3536, 

ISO6934. 

Prestressed steel wire (de Ø4mm a Ø9mm)  

Smooth and Spiral Surface  

Packaging:  

Inner diameter: de 1800mm. and Outside diameter: de 2000-2300mm. 

Coil's weight of 1.700-2.000Kg. and Coil's width of  400mm. 

 

 

PRESTRESSED CONCREAT STEEL WIRE 

 

Dimension of helical rib PC wire 

Nominal Ø 
(dn/mm) 

# Helix Rib 
Lining Ø and 

Tolerance (mm) 
Outline Ø and 

Tolerance (mm) 
Width of single 

Rib (a/mm) 
Layer Lenght 

(c/mm) 

Nominal 
cross section 

Sn/mm2 

Re mass 
per meter 

(g/m) 

4.00 

4 

3.85±0.05 4.25±0.05 0.90 ~ 1.30 24 ~ 30 12.57 98.6 

4.80 4.60±0.05 5.1±0.05 
1.30 ~ 1.70 28 ~ 36 

18.09 142 

5.00 4.80±0.05 5.3±0.05 19.63 154 

6.00 5.80±0.05 6.3±0.05 
1.60 ~ 2.00 

30 ~ 38 28.27 222 

6.25 6.0±0.05 6.70±0.05 30 ~ 40 30.68 241 

7.00 6.73±0.05 7.46±0.05 1.80 ~ 2.20 35 ~ 45 38.48 302 

8.00 7.75±0.05 8.45±0.05 2.00 ~ 2.70 40 ~ 50 50.26 394 

9.00 8.75±0.05 9.45±0.05 2.10 ~ 2.70 42 ~ 50 63.62 499 

 


