
MANHOLE COVERS AND GRATES IN COMPOSITE
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A-15 Zona de peatones, ciclistas o espacios verdes 1,5 TN | Pedestrians, cyclists or green areas 1,5 TN | Zones par piétons,
cyclistes et les espaces verts. 1,5 TN | Área para peões, ciclistas ou espaços verdes. 1,5 TN

B-125 Carga de rotura 12,5 TN para zonas peatonales y aceras | Tensile strength 12,5 TN for pavements and pedestrian areas |
Résistance à la traction 12,5 TN pour trottoirs et zones pietonnières | Resistência à tração 12,5 TN para calçadas e áreas
de pedestres

C-250 Carga de rotura 25 TN para zonas de arcenes y aparcamientos | Tensile strength 25 TN for roadsides and parking areas |
Résistance à la traction 25 TN pour des routes et aire de statiannement | Resistência à tração 25 TN para estradas e
parques de estacionamento

D-400 Carga de rotura 40 TN para zonas de circulación pesada y normal | Tensile strength 40 TN for heavy and normal
circulation areas | Résistance à la traction 40 TN pour zones de circulation louder et normal | Resistência à tração 40 TN
para áreas de circulação pesado e normal

E-600 Carga de rotura 60 TN para zonas especiales de elevadas cargas de rodadura y zonas portuarias | Tensile strength 60 TN
for special areas of heavy loads and port areas | Résistance à la traction 60 TN des zones spéciales de lourdes charges et
zones portuaries | Resistência à tração 60 TN para zonas especiais de cargas pesadas e zonas portuárias

F-900 Carga de rotura 90 TN para aeropuertos | Tensile strength 90 TN for airports | Résistance à la traction 90 TN pour les
aéroports | Resistência à tração 90 TN para aeroportos

A-15 B-125 C-250 D-400 E-600 F-900

Norma | Norm | Norme | Normo 124

Todas las piezas de hierro fundido para la vía pública se fabrican bajo
estrictos controles de calidad regidos por la Norma EN-124. Registros
de fundición dúctil o nodular.

All cast iron parts are manufactured under strict quality controls that
satisfies the EN-124 norm.
They are manufactured in nodular or ductile cast iron.

Toutes les pièces en fonte sont fabriquées sous strict contrôle de quali-
té régie par la norme EN-124.
Elles sont fabriquées en nodulaire ou ductile fonte.

Todas as peças de ferro fundido são fabricadas sob rigorosos controlos
de qualidad regidos pela norma EN-124.
Eles são fabricados em ferro fundido ou nodular.
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• SGS certificated product.
• Optional locking system (With screw lock).
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Yellow / Red.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRA-1 600 650 780 40 26 600 

*PH: Manhole

A-15

MANHOLE COVER  CRA-1 

Certified Product  

1
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Optional locking system (With screw lock).
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Yellow / Red.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRA-2 560 600 710 65 40 560 

*PH: Manhole

A-15

MANHOLE COVER  CRA-2 

2
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Optional locking system (With screw lock).
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Red.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRA-3 630 700 800 47 30 630 

*PH: Manhole

A-15

MANHOLE COVER  CRA-3 

3
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Optional locking system (With screw lock).
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-4 600 x 600 650 x 650 750 x 750 35 25 600 x 600 

*PH: Manhole

A-15

MANHOLE COVER  CRA-4 

4
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CARACTERÍSTICAS: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Yellow / Red.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-5 550 x 550 600 x 600 705 x 705 65 40 550 x 550 

*PH: Manhole

A-15

MANHOLE COVER  CRA-5 

5
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-6 900 x 900 1000 x 1000 1150 x 1150 70 40 900 x 900 

*PH: Manhole

A-15

MANHOLE COVER  CRA-6 

6
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-7 990 x 990 1060 x 1040 1210 x 1190 100 45 990 x 990 
CRA-8 850 x 770 940 x 860 1060 x 980 70 40 850 x 770 
CRA-9 750 x 550 800 x 600 920 x 720 65 40 750 x 550 

*PH: Manhole

A-15

MANHOLE COVER  CRA-7 / CRA-8 / CRA-9 

7



C/ Aneto, 8-F nave 2. Polígono Valdeconsejo. Tel/Fax: +34 876 26 10 57 
50410 Cuarte de Huerva – Zaragoza – España 

www.alreco.es 

   CASTING MANUFACTURER

 

 

 

FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-10 1540 x 960 1590 x 1040 1720 x 1170 100 45 1540 x 960 
CRA-11 1420 x 920 1500 x 1000 1650 x 1150 70 40 1420 x 920 
CRA-12 1325 X 770 1410 X 860 1555 X 1000 70 40 1325 X 770 
CRA-13 1280 X 760 1350 X 840 1480 X 960 100 45 1280 X 760 

*PH: Manhole

A-15

MANHOLE COVER  CRA-10/CRA-11/CRA-12/CRA-13 

8
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FEATURES: 

• Hinged manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-14 535 x 360 560 x 385 700 x 480 75 30 535 x 360 
CRA-15 615 x 500 640 x 530 795 x 610 70 30 615 x 500 
CRA-16 935 x 500 960 x 530 1115 x 610 70 30 935 x 500 

*PH: Manhole

A-15

MANHOLE COVER  CRA-14 / CRA-15 / CRA-16 

9



C/ Aneto, 8-F nave 2. Polígono Valdeconsejo. Tel/Fax: +34 876 26 10 57 
50410 Cuarte de Huerva – Zaragoza – España 

www.alreco.es 

   CASTING MANUFACTURER

 

CARACTERÍSTICAS: 

• Hinged manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-17 370 x 275 400 x 305 500 x 400 75 30 370 x 275 

*PH: Manhole

A-15

MANHOLE COVER  CRA-17 

10
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FEATURES: 

• Hinged manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-18 505 x 295 530 x 320 610 x 500 70 30 505 x 295 

*PH: Manhole

A-15

MANHOLE COVER  CRA-18 

11
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FEATURES: 

• Grate manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-19 680 X 380 750 X 450 880 X 580 90 45 680 X 380 
CRA-20 630 X 330 680 X 380 810 X 510 70 40 630 X 330 

*PH: Manhole

A-15

GRATES  CRA-19 / CRA-20 

12
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FEATURES: 

• Grate manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-21 610 x440 640 x 495 760 x 585 75 50 610 x 440 
CRA-22 550 x 350 600 x 400 710 x 500 65 40 550 x 350 
CRA-23 450 x 350 500 x 400 620 x 520 70 50 450 x 350 
CRA-24 345 x 245 400 x 300 500 x 400 65 38 345 x 245 

*PH: Manhole

 

A-15

GRATES  CRA-21 / CRA-22/ CRA-23 / CRA-24 

13
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FEATURES: 

• Grate manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-25 305 X 205 350 X 250 440 X 340 55 20 305 X 205 

*PH: Manhole

A-15

GRATE CRA-25 

14
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FEATURES: 

• Grate manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-26 - 450 X 300 - - 35 - 

*PH: Manhole

A-15

GRATE CRA-26 

15
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FEATURES: 

• Lawn well manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRA-27 555 x 555 600 x 600 705 x 705 60 250 555 x 555 
CRA-28 555 x 555  600 x 600 705 x 705 60 150 555 x 555 
CRA-29 450 x 450 500 x 500 610 x 610 60 250 450 x 450 
CRA-30 450 x 450 500 x 500 610 x 610 60 150 450 x 450 
CRA-31 350 x 350 400 x 400 515 x 515 55 250 350 x 350 
CRA-32 350 x 350 400 x 400 515 x 515 55 150 350 x 350 

*PH: Manhole

 

LAWN WELL MANHOLE COVER CRA-27/CRA-28 
CRA-29/CRA-30/CRA-31/CRA-32 

16
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FEATURES: 

• Lawn well manhole cover manufactured in Composite.
• Complies Norm EN-124, Class A-15.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Suitable for pedestrian areas, cyclists or green spaces.
• Custom labeling possibility.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) Ø PH (mm) 
CRA-33 650 700 805 65 250 650 
CRA-34 650 700 805 65 150 650 
CRA-35 545 600 700 60 250 545 
CRA-36 545 600 700 60 150 545 
CRA-37 480 500 515 60 250 480 
CRA-38 480 500 515 60 150 480 

*PH: Manhole

 

LAWN WELL MANHOLE COVER CRA-33/CRA-34 
CRA-35/CRA-36/CRA-37/CRA-38 

17
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• SGS certificated product.
• Optional locking system (With screw lock).
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Yellow / Red.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRB-1 600 650 780 40 26 600 

*PH: Manhole

B-125

MANHOLE COVER  CRB-1 

Certified Product  

18
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Optional locking system (With screw lock).
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Yellow / Red.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRB-2 550 600 725 80 50 550 

*PH: Manhole

B-125

MANHOLE COVER CRB-2 

19
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength. Soundproofing Joint.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRB-3 840 900 1065 113 70 840 

*PH: Manhole

B-125

MANHOLE COVER CRB-3 

20
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRB-4 630 750 938 95 50 630 
CRB-5 695 750 900 75 50 695 

*PH: Manhole 

B-125

MANHOLE COVER CRB-4 / CRB-5 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRB-6 650 700 820 65 40 650 

*PH: Manhole

B-125

MANHOLE COVER CRB-6 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-7 600 x 600 650 x 650 750 x 750 35 25 600 x 600 

*PH: Manhole

B-125

MANHOLE COVER CRB-7 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Yellow / Red.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-8 550 x 550 600 x 600 705 x 705 65 40 550 x 550 
CRB-9 450 x 450 500 x 500 620 x 620 75 40 450 x 450 

CRB-10 300 x 300 400 x 400 515 x 515 60 40 300 x 300 
*PH: Manhole

B-125

MANHOLE COVER CRB-8 / CRB-9 / CRB-10 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-11 900 x 900 1000 x 1000 1150 x 1150 70 40 900 x 900 

*PH: Manhole

B-125

MANHOLE COVER CRB-11 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-12 990 x 990 1060 x 1040 1210 x 1190 100 45 990 x 990 
CRB-13 850 x 770 940 x 860 1060 x 980 70 40 850 x 770 
CRB-14 750 x 550 800 x 600 920 x 720 65 40 750 x 550 

*PH: Manhole

B-125

MANHOLE COVER CRB-12 / CRB-13 / CRB-14 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-15 1540 x 960 1590 x 1040 1720 x 1170 100 45 1540 X 960 
CRB-16 1420 x 920 1500 x 1000 1650 x 1150 70 40 1420 x 920 
CRB-17 1325 x 770 1410 x 860 1555 x 1000 70 40 1325 x 770 
CRB-18 1280 x 760 1350 x 840 1480 x 960 100 45 1280 x 760 

*PH: Manhole

B-125

MANHOLE COVER CRB-15/CRB-16/CRB-17/CRB-18 
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FEATURES: 

• Hinged manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-19 535 x 360 560 x 385 700 x 480 75 30 535 x 360 
CRB-20 615 x 500 640 x 530 795 x 610 70 30 615 x 500 
CRB-21 935 x 500 960 x 530 1115 x 610 70 30 935 x 500 

*PH: Manhole

B-125

MANHOLE COVER CRB-19 / CRB-20 / CRB-21 
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FEATURES: 

• Hinged manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-22 370 x 275 400 x 305 500 x 400 75 30 370 x 275 

*PH: Manhole

B-125

MANHOLE COVER CRB-22 

29



C/ Aneto, 8-F nave 2. Polígono Valdeconsejo. Tel/Fax: +34 876 26 10 57 
50410 Cuarte de Huerva – Zaragoza – España 

www.alreco.es 

   CASTING MANUFACTURER

 

FEATURES: 

• Hinged manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-23 505 x 295 530 x 320 610 x 500 70 30 505 x 295 

*PH: Manhole

B-125

MANHOLE COVER CRB-23 
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FEATURES: 

• Grate manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-24 680 x 380 750 x 450 880 x 580 90 45 680 x 380 
CRB-25 360 x 330 680 x 380 810 x 510 70 40 630 x 330 

*PH: Manhole 

B-125

GRATES  CRB-24 / CRB-25 
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FEATURES: 

• Grate manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-26 610 X 440 640 X 495 760 X 585 75 50 610 X 440 
CRB-27 550 X 350 600 X 400 710 X 500 65 40 550 X 350 
CRB-28 450 X 350 500 X 400 620 X 520 70 50 450 X 350 
CRB-29 345 X 245 400 X 300 500 X 400 65 38 345 X 245 

*PH: Manhole 

B-125

GRATES  CRB-26 / CRB-27 / CRB-28 / CRB-29 
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FEATURES: 

• Grate manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-30 305 X 205 350 X 250 440 X 340 55 35 305 X 205 

*PH: Manhole 

B-125

GRATE  CRB-30 
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FEATURES: 

• Grate manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-31 - 450 X 300 - - 35 - 

*PH: Manhole 

B-125

GRATE  CRB-31 
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FEATURES: 

• Valve box manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-32 575 x 445 655 x 525 675 x 545 300 35 575 x 445 

*PH: Manhole 

B-125

VALVE BOX CRB-32 
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FEATURES: 

• Hinged manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Optional lock system  (lock with screw).
• Tough and durable. Hardness, elasticity, bending and corrosion

strength.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for sidewalks and pedestrian areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRB-33 550 x 550 600 x 600 673 x 673 35 25 550 x 550 

*PH: Manhole

B-125

MANHOLE COVER CRB-33 
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FEATURES: 

• Hinged manhole cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Products with SGS certificate.
• Tough, silent and durable. Hardness, elasticity, bending and corrosion

strength.  Soundproofing Board.
• Hinge designed with safe 180-degree angle.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRC-1 600 690 805 100 50 600 
CRC-2 600 690 820 110 50 600 
CRC-3 700 750 910 75 50 700 

*PH: Manhole

C-250

MANHOLE COVER CRC-1 / CRC-2 / CRC-3 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class B-125.
• Product with SGS Certificate.
• Optional anti-theft system (lock using key).
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides  and parking areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Yellow / Red.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRC-4 600 650 760 60 40 600 

*PH: Paso de Hombre

C-250

Manhole Cover  CRC-4 

Certified Product  
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Optional lock system (lock with screw).
• Product with SGS Certificate.
• Optional anti-theft system (lock using key).
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Yellow / Red.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRC-5 550 600 725 90 60 550 

*PH: Paso de Hombre

C-250

MAHOLE COVER CRC-5 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Product with SGS Certificate.
• Optional anti-theft system (lock using key).
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
Available in different colors: Black / Grey / Blue / Green / Others. 

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRC-6 840 900 1065 113 70 840 

*PH: Manhole

C-250

MANHOLE COVER  CRC-6 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Optional anti-theft system (lock using key).
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
Available in different colors: Black / Grey / Blue / Green / Others. 

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRC-7 630 750 938 95 50 630 
CRC-8 695 750 900 105 50 695 

*PH: Manhole 

C-250

MANHOLE COVER CRC-7 / CRC-8 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Optional anti-theft system (lock using key).
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
Available in different colors: Black / Grey / Blue / Green / Others. 

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRC-9 650 700 880 90 60 650 

*PH: Manhole

C-250

MANHOLE COVER  CRC-9 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Optional lock system(lock with screw).
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.

Available in different colors: Black / Grey / Blue / Green / Others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRC-10 600 x 600 655 x 655 760 x 760 75 50 600 x 600 

*PH: Manhole

C-250

MANHOLE COVER  CRC-10 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Yellow / Red.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRC-11 550 x 550 600 x 600 705 x 705 75 50 550 x 550 

*PH: Manhole

C-250

MANHOLE COVER  CRC-11 

44



C/ Aneto, 8-F nave 2. Polígono Valdeconsejo. Tel/Fax: +34 876 26 10 57 
50410 Cuarte de Huerva – Zaragoza – España 

www.alreco.es 

FABRICANTES DE FUNDICIÓN

 

FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Optional lock system (lock with screw).
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.

Available in different colors: Black / Grey / Blue / Green / Others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRC-12 900 x 900 1000 x 1000 1150 x 1150 75 55 900 x 900 

*PH: Manhole

C-250

MANHOLE COVER CRC-12 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Optional lock system (lock with screw).
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRC-13 600 x 450 655 x 505 760 x 610 100 50 600 x 450 

*PH: Manhole

C-250

MANHOLE COVER CRC-13 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Optional lock system (lock with screw).
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRC-14 900 x 600 960 x 660 1070 x 760 100 65 900 x 600 

*PH: Manhole

C-250

MANHOLE COVER CRC-14 
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FEATURES: 

• Grate manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Optional lock system (lock with screw).
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green /Others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRC-15 450 x 450 500 x 500 650 x 550 100 75 450 x 450 

*PH: Manhole

C-250

GRATES CRC-15 
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FEATURES: 

• Grate manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green /Others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRC-16 - 550 X 340 - - 50 - 

*PH: Manhole

C-250

GRATES CRC-16 
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FEATURES: 

• Hinged manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Products with SGS Certificate.
• Optional anti-theft system (lock using key).
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Hinge designed with safe 180-degree angle.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) Peso (kg) 
CRD-1 600 690 805 100 50 600 53 
CRD-2 600 690 820 110 50 600 55 
CRD-3 700 750 910 100 50 700 66 

*PH: Manhole 

D-400

MANHOLE COVER CRD-1 / CRD-2 / CRD-3 

Producto Certificado  
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Products with SGS Certificate.
• Optional anti-theft system (lock using key).
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Hinge designed with safe 180-degree angle.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRD-4 600 650 760 100 40 600 

*PH: Manhole

D-400

MANHOLE COVER  CRD-4 

Product Certificate  
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Optional lock system (lock with screw).
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Yellow / Red.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRD-5 550 600 725 100 60 550 

*PH: Manhole

D-400

MANHOLE COVER CRD-5 

52



C/ Aneto, 8-F nave 2. Polígono Valdeconsejo. Tel/Fax: +34 876 26 10 57 
50410 Cuarte de Huerva – Zaragoza – España 

www.alreco.es 

FABRICANTES DE FUNDICIÓN

 

FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRD-6 840 900 1065 113 70 840 

*PH: Manhole

D-400

MANHOLE COVER  CRD-6 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRD-7 630 750 938 95 50 630 
CRD-8 695 750 900 105 50 695 

*PH: Manhole 

D-400

MANHOLE COVER  CRD-7 / CRD-8 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRD-9 640 700 820 100 70 640 

*PH: Manhole

D-400

MANHOLE COVER  CRD-9 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Optional anti-theft system (lock using key).
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others

CODE Ø O (mm) Ø D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRD-10 600 690 800 x 800 100 50 600 
CRD-11 600 690 850 x 850 100 50 600 

*PH: Manhole 

D-400

MANHOLE COVER  CRD-10 / CRD-11 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Optional anti-theft system (lock using key).
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRD-12 600 x 600 655 x 655 760 x 760 100 50 600 x 600 

*PH: Manhole

D-400

MANHOLE COVER  CRD-12 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Yellow / Rojo

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRD-13 550 x 550 600 x 600 705 x 705 100 50 550 x 550 

*PH: Manhole

D-400

MANHOLE COVER  CRD-13 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Optional anti-theft system (lock using key).
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRD-14 900 x 900 1000 x 1000 1150 x 1150 100 65 900 x 900 

*PH: Manhole

D-400

MANHOLE COVER  CRD-14 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Optional anti-theft system (lock using key).
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRD-15 600 x 450 655 x 505 760 x 610 100 50 600 x 450 

*PH: Manhole

D-400

MANHOLE COVER  CRD-15 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Optional anti-theft system (lock using key).
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRD-16 900 x 600 960 x 660 1070 x 760 100 65 900 x 600 

*PH: Manhole

D-400

MANHOLE COVER  CRD-16 
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FEATURES: 

• Grate manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Optional lock system (lock with screw).
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Appropiate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green /Others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRD-17 450 x 450 500 x 500 650 x 550 100 75 450 x 450 

*PH: Manhole

D-400

GRATES  CRD-17 
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FEATURES: 

• Grates manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Appropiate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green /Others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRD-18 460 X 370 520 X 430 680 X 595 110 70 460 X 370 
CRD-19 460 X 370 530 X 430 680 X 535 110 70 460 X 370 

*PH: Manhole

D-400

GRATES  CRD-18 / CRD-19 
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FEATURES: 

• Grates manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Appropiate for heavy and normal circulation areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green /Others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CRD-20 - 550 X 340 - - 70 - 

*PH: Manhole

D-400

GRATES  CRD-20 
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FEATURES: 

• Hinged manhole cover manufactured in Composite.
• Complies Norm EN-124, Class D-400.
• Products with SGS Certificate.
• Optional anti-theft system (lock using key).
• Tough, silent and durable. Hardness, elasticity, the curvature and corrosion

resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of injury.
• Less carbon emissions and environmental protection
• Non-slip surface.
• Appropriate for heavy and normal circulation areas.
• Custom labeling possibility.

Available in different colors: Black / Grey / Blue / Green / Yellow /Red

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) Ø PH (mm) Peso Conj. (kg) 
CRD-21 600 650 790 100 48 600 45 

*PH: Manhole

D-400

MANHOLE COVER  CRD-21 

Producto 
Certificado 
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FEATURES: 

• Manhole cover manufactured in Composite.
• Complies Norm EN-124, Class E-600.
• Tough, silent and durable. Hardness, elasticity, the curvature and

corrosion resistance.  Soundproofing Board.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection

Non-slip surface.
• Appropriate for especial areas of heavy loads and port areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others.

CODE Ø O (mm) Ø D (mm) Ø F (mm) H (mm) h (mm) PH (mm) 
CRE-1 640 700 820 100 70 640 

*PH: Manhole

E-600

MANHOLE COVER  CRE-1 
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FEATURES: 

• Duct cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
**CTR-1 210 250 400 x 400 115 40 210 
**CTR-2 160 180 250 x 250 200 30 160 
 CTR-3 160 200 300 160 30 160 

*PH: Manhole 
**: Folding  Duct Cover  (hinge)

C-250

DUCT COVER  CTR-1 / CTR-2 / CTR-3 
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FEATURES: 

• Duct cover manufactured in Composite.
• Complies Norm EN-124, Class C-250.
• Tough and durable. Hardness, elasticity, the curvature and corrosion

resistance.
• Lighter. A single worker can open and manipulate it without risk of

injury.
• Less carbon emissions and environmental protection.
• Non-slip surface.
• Suitable for roadsides and parking areas.
• Custom labeling possibility.
• Available in different colors: Black / Grey / Blue / Green / Others.

CODE O (mm) D (mm) F (mm) H (mm) h (mm) PH (mm) 
CTR-4 250 150 x 150 320 x 320 110 20 250 

*PH: Manhole

C-250

DUCT COVER    CTR-4 
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